Refreshing Feature Pack Translations
Introduction

Due to a defect in the import software, it could occur that labels of the language to be installed were being expired incorrectly during the installation of the translation of a Feature Pack. As a result, in various situations no suitable labels were available anymore in the target language. Because of this, the system was showing English text in various screens. The problem occurred for the languages Dutch, German, Brazilian and Simplified Chinese translations of Feature Pack 2. 

The problem in the import software has been solved by means of solution 215728. In case you had installed this solution before you installed the Feature Pack Translation, then you don’t have to follow the subsequent procedure. In case you installed the Feature Pack Translation before you installed solution 215728, you are recommended to perform the subsequent procedure in order to get rid of the incorrectly expired labels and to get rid of the English text. By means of the Solution History (ttpmc2560m000) session you can investigate when the Feature Pack Translation and when solution 215728 were installed.
Instructions

1. Install solution 215728 in your environment by means of the PMC tool.

2. Uninstall the Feature Pack 2 translation patch by means of the Process Solutions (ttpmc2101m000) session. This will uninstall the Feature Pack translation. At this stage, the incorrectly expired labels will still remain in your PMC update VRC.
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Update VRC [B61 a2 Base VRC B61 a2
Solution Code |Description Status Sup. Solution |Details [Patch |
PS0020020008  Components Patch SPB61a2 Installed | r SPB61a2
PS0020020009 | Components Patch SPB61a2 Installed | r SPB61a2
PS0020020010 | Components Patch SPB61a2 Installed | r SPB61a2
PS0020020011  |Components Patch SPB61a2 Installed | r SPB61a2
PS0020020012  |Components Patch SPB61a2 Installed | r SPB61a2
PS0020020013  |Components Patch SPB61a2 Installed | r SPB61a2
PS0020020014  |Components Patch SPB61a2 Installed | r SPB61a2
spB61a2_FR French Translation of Feature Pack | Installed | r
spB61a2_IT Italian Translation of Feature Pack |Installed | r
spB61a2_NL Dutch Translation of Feature Pack 2 Installed | r >

[ JLast [tppmc2101mo00 000





The subsequent table provides an overview of the relevant solution numbers:

	Language
	Solution

	Dutch
	spB61a2_NL

	German
	spB61a2_DE

	Braz. Portuguese
	spB61a2_PT-BR

	Simpl. Chinese
	spB61a2_ZH-CN


3. Run the ‘Delete Software Components by Package VRC’ (ttadv6250m000) session in order to remove the incorrectly expired labels from your PMC update VRC. Use the settings like depicted below.
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Be sure that you only mark the ‘Labels’ checkbox in the above screen! Also be sure that you have entered the proper language selection!
Perform the above step for the packages bc, bp, ca, ci, cp, dm, ec, fm, nt, qm, tc, td, tf, tg, ti, tp, ts and wh.

After having performed this step, all incorrectly expired label variants will have been removed.
4. Re-install the solution that you un-installed in step 1 using the Process Solutions (ttpmc2101m000) session.
5. Run the ‘Compile Labels’ (ttadv1243m000) session. Use settings like depicted below. 
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6. All endusers must now exit the environment. Run the Create Runtime Data Dictionary (ttadv5210m000) session. Use settings like depicted below:
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7. Exit SSA ERP LN 6.1. If components are loaded in shared memory, which is often the case on Windows NT systems, stop and restart shared memory.

Notes:

1. Steps 1, 2, 3 and 4 can be performed without having the endusers leave the system. At runtime level the translation will remain available for endusers. Before performing step 5, the endusers must leave the environment. 

2. In the preceding screenshots the PMC update VRC is B61_a2. The naming of your PMC updates VRC’s can differ. The most commonly used naming of the update VRC is B61U_a_stnd.

After having performed the preceding steps, you will have refreshed you translation.
