Release Notes for CR646667F001
Installation Procedure

Pre-condition:

· Please make sure that SSA ERPLN – FP2 is loaded.
· Please make sure that all the standard solutions are installed up to OCT 2006.

· Please make sure that the base VRC of PMC as B61Ca2boe0
· If the solution CR646667F001 is already installed, please uninstall the solution.

Post-condition:

· Perform Convert to Run time after installation as the following tables modified (tiasc210 tiasc221 tiasc222 tiasc740)
Modified Components:

	Component Type 
	 Component Code 

	Table Definition
	tiasc210


	Table Definition
	tiasc221


	Table Definition
	tiasc222


	Table Definition
	tiasc740


	Script/Library Source
	tiasc2121


	Script/Library Source
	tiasc2122


	Script/Library Source
	tiasc2420


	Script/Library Source
	tiasc2510


	Script/Library Source
	tiasc7140


	Script/Library Source
	tiasc7440


	Script/Library Source
	tiasl6510


	Script/Library Source
	tiasl6520


	Script/Library Object
	tiasc2121


	Script/Library Object
	tiasc2122


	Script/Library Object
	tiasc2420


	Script/Library Object
	tiasc2510


	Script/Library Object
	tiasc7140


	Script/Library Object
	tiasc7440


	Script/Library Object
	tiasl6510


	Script/Library Object
	tiasl6520


	Report (source+object

	tiasc242011000


	Report (source+object)
	tiasc744011000


	Label
	tiasc221.atxt.b


	Integrated Session
	tiasc2121m000


	Integrated Session
	tiasc2122m000


	Integrated Session
	tiasc2420m000


	Integrated Session
	tiasc2510m000


	Integrated Session
	tiasc7140m000


	Integrated Session
	tiasc7440m000


	Integrated Session
	tiasl6510m000


	Integrated Session
	tiasl6520m000



