Release Notes: D17501-002 (Certification)
Enhancement – This solution was made to provide the Certification functionality for Driessen Aircraft. 

Pre Condition for Installation – 

· Please make sure that the base VRC as B61C a dra0
· Please make sure that the solutions D17501-001 and D17501-004 are already installed as they are pre-requisite for this solution.
Post Condition for Installation – 

· Convert to run time has to be done as several data model changes are done.
· Run the session “Initialize parameters” (tcmcs0295m000) to initialize the new parameters session “Certification parameters”. This session will not affect the existing parameters sessions.
Brief Description of Solution: 
· The functionality is built to print the certificates when the certified items are shipped to the business partners from Driessen. The required master data and necessary checks are added to facilitate the certification functionality.
· Please refer to the latest detail design for the detailed explanation of the functionality.
· The new sessions created for certification functionality are added in the menu “Certification” and this menu is added under “Common”.
· In the session Approving Organizations (tcmcsc104m000), you need to define the report group, the number of detail lines and the number of text lines. For EASA, we used report group 12 and for FAA, we used 13. So, please define the data accordingly. The maximum number of data lines that can be printed on one page for group 12 is 9. So, you can split this as 6 for detail lines and 3 for text lines or 5+4 or in any other combination. For report group 13, the maximum number of lines is 6. You can split it as 4+2 or 3+3 and so on.
Solution Path:
The solution D17501-002 can be downloaded from ftp://ftp.support.baan.com/updates/SDC/D17500/. and should be installed in the Customization layer.
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